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SEE CONNECTION DETAIL
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SEWER INFLUENT PIPE
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STANDARD WYE
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P.V.C. 45° BEND
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PVC DROP PIPE
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P.V.C. 90° BEND
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CONCRETE ENCASE 12" MIN. CLASS A, 5 SACK, 3000 PSI CONCRETE BLOCK
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SEWER INFLUENT PIPE

AutoCAD SHX Text
MH WALL
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MAIN  SEWER PIPE
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SEWER INFLUENT PIPE
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DROP PIPE
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END OF PIPING
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1. 	DROP PIPE SHALL BE SAME SIZE AS DROP PIPE SHALL BE SAME SIZE AS SEWER INFLUENT, 12" MAXIMUM.

AutoCAD SHX Text
2.  ALL PRECAST AND CAST-IN-PLACE          ALL PRECAST AND CAST-IN-PLACE          CONCRETE MANHOLE DETAIL ITEMS  APPLY TO DROP MANHOLE CONSTRUCTION.
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3. 		NO DROP PIPING SHALL BE REQUIRED IF NO DROP PIPING SHALL BE REQUIRED IF SEWER INFLUENT PIPE FLOWLINE IS 24" 	OR LESS ABOVE MAIN SEWER PIPE 		FLOWLINES OR IF MAIN SEWER PIPE 	BENCH IS HIGHER THAN SEWER INFLUENT  FLOWLINE.
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ALL PRODUCTS SHALL BE APPROVED BY THE CITY OF ARLINGTON WATER UTILITIES. SEE APPROVED PRODUCT LISITING.
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NOTE:
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FLOWABLE FILL AROUND DROP AND FITTINGS 12" MIN.
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WATER RESILIENT CONNECTION
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